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Typical Installation of a Core Mount Frameless Windscreen

1. Mark the hole locations for
core drilling based on approved
drawings, or from glass panel
layout, including panel spacing.

2. With the glass laying flat, position
the Clamp on the glass panel.
Then insert gaskets equally on
each side of the glass.

3. Use a square to align the Clamp
and gaskets, then secure in place
by tightening the screws. Now
screw in the threaded retaining
stud.

4. Place setting blocks just inside of each
cored hole, then insert the threaded
retaining stud into the hole. Keep
bottom of Clamp portion equal to or
above floor level. If Garnish Rings are
used, install prior to setting the panel.

5. Plumb the glass panels and check
spacing of gaps between panels.
Wood blocks between panels can
be used for uniformity of gaps.

6. Pouring Kwixset® Expanding
Cement in the hole will secure the
Clamp. If using a Garnish Ring be
sure it is in place before pouring.

7. Panels can be strengthened with
the addition of Mall Glass Clamps
between panels, or by using Top
Cap Rails.

8. Secure the Garnish Rings in place
with silicone sealant. 

9. Clean the glass panels thoroughly
to finish the job.
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AFWC1 TOP MOUNT FABRICATION GUIDELINES

FRONT VIEW SIDE VIEW GLASS FABRICATION REQUIREMENTS

1/2"
(12 mm)

3/4" 
(19 mm) DIA

3/8" or 1/2" (10 or 12 mm) Tempered Glass

Flat Polished Bottom Edge of Glass

3/8" or 1/2" 
(10 or 12 mm)

Tempered Glazing
Flat Polish  All
Exposed Edges

25% of the 
panel width

25% of the 
panel width

50% of the 
panel width

Glass Panels Not to Exceed 
60" X 60" (1524 mm x 1524 mm)

4-1/2"
(114.3 mm)

3-3/8"
(85.7 mm) 1-1/8"

(28.6 mm)

2500 Minimum Slab PSI
6" (152 mm) Min Edge Distance

3-1/4" (82.6 mm)

AFWC3 TOP MOUNT FABRICATION GUIDELINES

3/8" or 1/2" 
(10 or 12 mm) 

Tempered Glazing 
Flat Polish All 

Exposed Edges

25% of the 
panel width

25% of the 
panel width

50% of the 
panel width

Glass Panels Not to Exceed 
60" X 60" (1524 mm x 1524 mm)

3-3/8"
(85.7 mm)

1-7/8"
(47.6 mm) 1-7/16"

(36.5 mm)

2500 Minimum Slab PSI
6" (152 mm) Min Edge Distance

2-7/8" (73 mm)

1/8" 
(3 mm)

Flat Polished Bottom Edge of Glass
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FRONT VIEW SIDE VIEW GLASS FABRICATION REQUIREMENTS

1-15/16"
(49.2 mm)

9-11/16"
(246.1 mm)

4-3/8"
(111.1 mm)

3/4" 
(19 mm)

3/4" 
(19 mm) DIA

60" (1524 mm) Maximum Glass Panel Width

60" (1524 mm) Max Height For (20 PSF Rating)
54" (1372 mm) Max Height For (23 PSF Rating)
48" (1219 mm) Max Height For (29 PSF Rating)

1-7/8"
(47.6 mm)

5-7/8" 
(149.2 mm)

8-1/8"
(206.4 mm)

1-9/16" 
(39.7 mm)

2-7/8" 
(73 mm)

1-7/16" 
(36.5 mm)

1-3/8"

11/16" 
(17.5 mm)

60" (1524 mm) Max Height For (20 PSF Rating)
54" (1372 mm) Max Height For (23 PSF Rating)
48" (1219 mm) Max Height For (29 PSF Rating)

60" (1524 mm) Maximum Glass Panel Width

3/8" or 1/2" (10 or 12 mm) Tempered Glass

1-15/16"
(49.2 mm)

1-15/16"
(49.2 mm)

3-3/8"
(85.7 mm)

3-3/8"
(85.7 mm)

3-3/8"
(85.7 mm)

3-3/8"
(85.7 mm)

9-11/16"
(246.1 mm)

9-11/16"
(246.1 mm)

9-11/16"
(246.1 mm)

1/2"
(12 mm)

1-1/8"
(28.6 mm)

1-1/8"
(28.6 mm)

1-1/8"
(28.6 mm)

3-1/4" 
(82.6 mm)

4-1/2"
(114.3 mm)

3/4" 
(19 mm)

3/4" 
(19 mm) DIA

3/4" 
(19 mm)

3/4" 
(19 mm) DIA

3/4" 
(19 mm)

4-1/2"
(114.3 mm)

1-7/8"
(47.6 mm)

1-7/8"
(47.6 mm)

1-7/8"
(47.6 mm)

1-7/8"
(47.6 mm)

3-3/8"
(85.7 mm)

1-7/8"
(47.6 mm)

1-7/16" 
(36.5 mm)

1-7/16" 
(36.5 mm)
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